Nastavenie tlac¢iarne na raspberry PI OS
Raspbian

Pripojte tlaciaren k Raspbeery

1. Napiste sudo apt-get update

nechajte vSetko prebehnut’

2. Teraz napiSte sudo apt-get install cups

opit’ pockajte kym vsetko prebehne

3. teraz napiste sudo usermod -a -G Ipadmin pi

4. Otvorte internetovy prehliada¢ napiSte http://localhost:631

5. zvol'te moznost’ Adding Printers and Classes
CUPS 1.7.5

CUPS is the standards-based, open source printing system developed by Apple Inc. for OS® X and other UNIX®-like operating systems.

CUPS for Users CUPS for Administrators

Adding Printers and Classes,

Managing Operation Policies

CUPS for Developers
Overview of CUPS Introduction to CUPS Programming

Command-Line Printing and Options CUPS AP

What's New in CUPS 1.7 Printer Accounting Basics

User Forum Server Security
Using Kerberos Authentication
Using Network Printers

cupsd.conf Reference
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Fiiter and Backend Programming
HTTP and PP APIS

PPD AP

Raster AP|

PPD Compller Driver Information File Reference

Developer Forum
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6. Nepovinny bod je zdiel'anie a podobné pokrocilé nastavenia
§

1 8 http:/flox
e

Printers Server

Add Priner | | Find New Printers | | Manage Printers

Classes
AddClass | Hanage Casses
Jobs

Manage Jobs

RSS Subscriptions

Add RS Subscrption

7. Zvol'te mozZnost’ add printer

Printers

Add Printer J) Find New Printers | | Manage Printers

Classes
Add Class | Manage Classes
Jobs

Manage Jobs

RSS Subscriptions

Add RSS Subscription

teings:

el mlo

a

Edit Configuration File | | View Access Log | | View Enor Log | | View Page Log

Server

Edit Configuration File | | View Access Log | | View Ermor Log | | View Page Log
Server Settings:

Advanced »
Share printers connected to this system
Allow printing from the Internet
Allow remote administration
Use Kerberos authentication (FAQ)
Allow users to cancel any job (not just their own)
Save debugging information for troubleshooting

Change Settings



8. Otvori sa vam dial6gové okno na vypisanie mena a hesla
pre ukaZku vloZte meno pi a heslo Raspberr

C
— ., Thesitelocalhost631 requests a username and password |,
Server message: CUPS
Username: ‘ pi ’
Password: ’ | ‘
| Remember password i
‘ Cancel H OK ’

9. Objavy sa vam takéto dialogové okno tam iba odSkrtnite vaSu lokalnu tlaciaren

Add Printer

Local Printers: @ Canon MP280 series (Canon MP280 series)
Discovered Network Printers:

Other Network Printers: () Internet Printing Protocol (ipp14)
() LPD/LPR Host or Printer
() AppSocket/HP JetDirect
() Internet Printing Protocol (https)
() Internet Printing Protocol (http)
() Internet Printing Protocol (ipp)
() Internet Printing Protocol (ipps)

‘ Continue ‘

A nésledne zvol'te moZznost’ continue



10. Teraz vam vyskoci dialégové okno, kde viete pomenovat’ tlaCiaren a podobné veci vratane
moznosti zdielanie tlaCiarne. Ak chcete zdiel'at’ tlaciaren tak zvol'te moznost’ Share This Printer

Add Printer

Name: |Canon MP280 series
(May contain any printable characters except */*, "#", and space)

Description: canon MP280 series
(Human-readable description such as "HP Laser]et with Duplexer")

Location:

(Human-readable location such as "Lab 1")
Connection: usb://Canon/MP280%20series?serial=13BB36&interface=1

Sharing: . Share This Printer

Continue

a zvol'te mozZnost’ continue



11. Vyberte model vasej tlaciarne

Add Printer

Name: Canon MP280 series
Description: Canon MP280 series
Location:
Connection: ush://Canon/MP2B80%20series?serial=13BB36&interface=1
Sharing: Share This Printer
Make:

Canon | Select Another Make!hﬂanufacturer|

Model: i

Cannn 5[]| CUPS+Gutenpnnt V5. 2 10 (En}
Canon 80i - CUPS+Gutenprint v5.2.10 (en)
Canon 450i - CUPS+Gutenprint v5.2.10 (en)
Canon 455i - CUPS+Gutenprint v5.2.10 (en)
Canon 470PD - CUPS+Gutenprint v5.2.10 (en)
Canon 475PD - CUPS+Gutenprint v5.2.10 (en)
Canon 550i - CUPS+Gutenprint v5.2.10 (en)
Canon 560i - CUPS+Gutenprint v5.2.10 (en)
Canon 850i - CUPS+Gutenprint v5.2.10 (en)




Zvol'te vyrobcu tlaciarne v mojom pripade Canon

Add Printer

Name
Description

: Canon_MP280 series
: Canon MP280 series

Location:

Connection
Sharing

Make:

Or Provide a PPD File

Zvol’te continue

: ush:/fCanon/MP280%20series?serial=13BB36&interfa
: Share This Printer

E_mther

Citizen
Compagqg
DEC
DNP
Dymo
Epson
Fujifilm
Fujitsu

Continue

* | Choose File | (None)

Add Printer



12. V d’alsom kroku vyberte model tlaciarne

Add Printer

Name: Canon_MP280 series
Description: Canon MP280 series
Location:
Connection: ush://Canon/MP280%20series?serial=13BB36&interface=1
Sharing: Share This Printer

Make: anon | Select Another Make/Manufacturer |

Model: {canon MP190 series - CUPS+Gutenprint v5.2.10 (en)
Canon MP210 series - CUPS+Gutenprint v5.2.10 (en)
Canon MP220 series - CUPS+Gutenprint v5.2.10 (en)
Canon MP230 series - CUPS+Gutenprint v5.2.10 (en) l
Canon MP240 series - CUPS+Gutenprint v5.2.10 (en)
Canon MP250 series - CUPS+Gutenprint v5.2.10 (en)
Canon MP260 series - CUPS+Gutenprint v5.2.10 (en)
Canon MP270 series - CUPS+Gutenprint v5.2.10 (en)

Canon MP360 series - CUPS+Gutenprint v5.2.10 ieﬁ)

13. V d’alSom kroku zvol'te moznost’ set default Options

Set Default Options for Canon_MP280_series

General Printer Features Common Output Control Common Output Control Extra 1 Output Control Extra 2
Output Control Extra 5 Banners Policies

Media Size: |, <

Width: |0
Height: [0
Units: | Points w2

Color Model: [ponco -

Color Precision: [\,

Media Type: Plain Paper v

Print Quality: Standard =

Resolution: | oo ovic )

Shrink Page If Necessary to Fit Borders: Shrink (print the whole page) 9

Set Default Options



